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Brokk G50 6
Atiachment

o

The demolition of interior walls, ceilings and fittings is a skilled job. There are often
offices, shops, or residents in the vicinity that cannot be disturbed so your demolition
operations must be carried out

o with little noise or dust,

o with a minimum of vibration,

® 50 that normal activities can confinue in the meantime,
* and completed on schedule.

Brokk G50 eases cost and deadline pressures

The Brokk G50 Grapple helps you strip interiors in a fraction of the
time it takes a crew with manual tools.

It is fast - the integrated 360° rotator allows rapid positioning
It is versatile - the design makes it suitable for a wide variety of demolition tasks

It is safe - replaces tough and risky hand dismantling

The essential tool for soft demolition, separation and orting.



Brokk

Brokk 90
Brokk 180

Technical specifications

Lifting capacity at
full boom extension: 120 kg (265 Ib) on Brokk 180
80 kg (177 Ib) on Brokk 90
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Weight: 140 kg (309 Ib) \'t )
Jaw opening: 439 mm (17.3 in) !Q
Height: 798 mm (31.4 in) incl mounting plate u
Width, max: 688 mm (27 in) m
The G50 grapple is easy to operate and has an excellent clamping, EH
prying, and breakout force. With one fixed and one movable jaw +

itis capable of holding items firmly in place. Sorting of demolished ’ E
material can then be made without changing tool and the boltable
grip plates facilitate picking and sorfing also of small materials.
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